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Multi Channel Universal XPORT upgrade

Outputs: 	 3 stereo MSB Network Channels
Connections:	Attach to any MSB DAC with network input 
for 2 channel playback.  Attach to 2 or 3 MSB DACs or a 
multichannel MSB DAC for multichannel playback.

This upgrade is installed in the Denon Universal Player.  All 
Denon functions are unchanged.  The quality of the audio and 
video of the base unit are unchanged.  The MSB Network output 
is the only output that reflects the upgraded performance.

The toggle switches replace the Denon Downmixing function 
for all sources.  The Denon Large/Small and Delay settings 
still work for all sources but SACD.  

Sony mandates a 6 db level cut for SACD so we also make such 
a level cut on CD playback.  All other sources are output at 
full level.   The MSB Power DAC and DAC3 now have a 6 db 
level cut added to the filter toggle so easy A/B comparisons can 
be accommodated.  Because of this level shift on CD playback 
do NOT use the MSB network for DAC Firmware updates.  Use 
the COAX or Optical SP/DIFF output only.

MSB 
Network 
Output

Green Lit = Output
Off 
Red Lit = Downmix 

2 Channel Playback
Toggle  1 sets which track of a SACD is played back, the 2 channel track 
or the 6 channel track.  For optimum 2 channel playback, select 6 track 

playback and turn off (downmix) the other channels.  Some material may 
sound better with the rears “ON” so they are not included in the downmix.


